
               TECHNICAL DATA for AKM series metal duct fan.

MODEL

Voltage 220-230 V 
Frequency 50 Hz
Protection, motor IP-44
Protection, terminal box IP-55
Power 74 W 77 W 106 W 135 W 132 W 238 W
Air flow
Current 0,31 A 0,32 A 0,45 A 0,56 A 0,56 A 1,06 A

40 C° 40 C° 40 C° 40 C° 40 C° 40 C°
Sound level 63 dB 62 dB 67 dB 66 dB 68 dB 68 dB
Rotation
Weight 3,0 kg 3,0 kg 4,0kg 4,7 kg 4,7 kg 6,0 kg
Dimensions, mm:
B 189 182 217 231 230 256
C 152 143 166 179 167 188

244 243 344 344 344 402
100 125 160 200 250 315

E 287 286 387 387 387 444

Phone: +371 6 7387366
Fax: +371 6 7387373

AKM100      
Ø 100 mm

AKM125      
Ø 125 mm

AKM160      
Ø 160 mm

AKM200        
Ø 200 mm

AKM250      
Ø 250 mm

AKM315      
Ø 315 mm

379 m3/h 421 m3/h 866 m3/h 1007 m3/h 967 m3/h 1263 m3/h

Max. air temperature

2800/min 2800/min 2800/min 2660/min 2460/min 2600/min 

øD
ød

All duct fans fullfills with ErP 2015 ( Energy-related Products) Directive 2009/125/EC.
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